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Compact PDBs

Surge-Trap® Pluggable SPDs

Low Voltage Disconnect Switch

Gen2 Class J Fuse Holders

UltraSafeTM Fuse Holders

Modulostar® Fuse Holders Class J Compact Fused Switch

Class CC Compact Fused Switch

Optimize with Mersen! 
Achieve Selective Coordination | Higher SCCR Rating | More Compact Layout 

Achieve selective coordination and higher SCCR rating 
in a more compact layout than with traditional products.

https://www.mersen.com/en/products/compact-pdb
https://www.mersen.com/en/products/surge-trap-pluggable-stp-75-series
https://us.mersen.com/en/products/ul-low-voltage-switches
https://www.mersen.com/en/products/class-j-fuse-holders-gen2
https://www.mersen.com/en/products/ultrasafe-uscc-class-cc-fuse-holders
https://www.mersen.com/en/products/modulostar-cuscc
https://www.mersen.com/en/products/fused-disconnect-switches
https://www.mersen.com/en/products/fused-disconnect-switches
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Compact Fused Switches Fusible and Non-Fusible Disconnects

•	 35mm DIN rail mounted
•	 Built-in lockout/tagout feature
•	 200kA SCCR rating
•	 75°C CU Wire
•	 Class CC: UL 98 30A  

Fused Switch
•	 Class J:  

UL 98 30A  
and 60A  
Fused Switch

•	 Compact and robust
•	 DIN-rail, base, or door  

mounting 
•	 Choice of handles and shafts
•	 Padlockable
•	 Side-mount auxiliary  

contacts and  
additional poles

•	 Double-break,  
silver-plated contacts

Class J Fuse Holders - Gen2 UltraSafeTM Fuse Holders

•	 DIN-rail mountable, 600V,  
30-100A fuse bases

•	 Mersen Certified 700VAC
•	 30A is available with box,  

screw, and pressure plate  
terminations; 60A & 100A  
is available with box only

•	 Built-in lockout/tagout feature
•	 IP20 finger safe
•	 Multi-connector wiring options 

•	 Modular design, finger safe

•	 Compact design for space saving

•	 DIN rail mounting

•	 Degree of protection: IP20

•	 Easy access to the fuse

•	 Lockable without accessory

•	 Sealable in closed & open position

•	 Optional visual blown fuse indicator

Modulostar® Fuse Holders Power Distribution Blocks

•	 Modular design
•	 Compact design for space saving
•	 DIN rail mounting
•	 Degree of protection: IP20
•	 Finger safe
•	 Easy access to the fuse
•	 Lockable without accessory
•	 Sealable in closed & open position
•	 Optional visual blown fuse indicator

•	 Finger-safe protection: Fully insulated block ensures 
touch-safe isolation of live parts. 

•	 Compact modularity: Smaller  
footprint allows panel builders  
to reduce space and build  
smaller or higher  
density panels 

•	 Snap on DIN-rail  
mounting

•	 Multiple wire  
ratings

Surge-Trap® Pluggable Series Amp-Trap 2000® Fuses

•	 Mersen TPMOV Technology – does not  
require additional overcurrent protection 

•	 Replaceable modules with mechanical  
coding to avoid replacement errors

•	 Reversible chassis  
allows cable entry  
from top or bottom 

•	 Easy installation or  
retrofit 

•	 5-year warranty

•	 Time-delay for motor starting  
and transformer inrush 

•	 Extremely current-limiting  
for low peak let-thru current 

•	 High-visibility orange label  
gives instant brand recognition 

•	 Metal-embossed date and  
catalog number for  
traceability and lasting  
identification 

Optimize with Mersen! 
Achieve Selective Coordination | Higher SCCR Rating | More Compact Layout 
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